






American KD White Ash
Thickness: 1”- 4” and wider. Strips 
and Wide Boards available. Uses:
Sports equipment, joinery, shopfitting
and flooring.

Prime European Oak KD
Thickness: 20mm - 80mm Uses:
Furniture and cabinet work, Interior
and Exterior joinery.

White Oak
Thickness: 1” - 3”. 
Uses: Interior joinery, furniture,
shopfitting, flooring, windows, exterior
structural work and boat-building.

European Steamed 
Beech KD 
Thickness: 1” - 3”. 
Uses: Furniture components, turnery,
small mouldings and flooring.

Iroko
Thickness: 1” - 4” Uses: Joinery,
laboratory and kitchen fittings, 
garden furniture.

Meranti
Thickness: 1” - 4” Uses: general
joinery, construction work, shopfitting
and furniture.

Sapele
Thickness: 1” - 4” Uses: Furniture,
Shopfitting, general joinery and
flooring.

Utile
Thickness: FAS 1” - 3” 
Uses: High quality joinery, cabinet 
work and furniture.

A full machining service for Hardwood Mouldings, Flooring, Hardwood Decking,
Window Boards and Window Sections all available to order from 
branches highlighted with a bespoke machining service.

ENGLISH SAWN CONSTRUCTION TIMBERS ASH, OAK AND ELM
Available to order

HARDWOODS
FROM AROUND
THE WORLD
An extensive range of 
sawn and machined 
beautiful hardwoods for 
many applications.



Sustainable timber? Certified timber?  
Environment-friendly?

If you’ve been asked environmental questions on where your timber comes from, Buildbase
can help you to answer them. We support the internationally recognised Forest Stewardship
Council system (FSC).  

Its logo can be seen here and on some of our 
most important timber and wood products.  

What is the FSC and who supports it?
The Forest Stewardship Council is  a world-wide, 

non-profit, non-governmental organisation. 
It promotes the responsible growing,

harvesting and on-going replanting of
timber.  FSC is supported by

Greenpeace, Friends of the
Earth, and WWF

International.

You may find specifications from local authorities or architects asking for FSC-certified timber:
you can obtain FSC timber and wood products  from Buildbase.

SA-COC-1331



How does it help the forests?

Buying timber with the FSC label helps you to say ‘No’ to the destruction of the world’s forests
and ‘Yes’ to responsibly-produced timber and wood products. Timber  carrying an FSC label
can be traced back to the well-managed forest it came from. 

Those forests, and all the stages in
the timber’s journey to Buildbase, 
have been independently checked 
and given separate certificates.  
You can track timber back to the forest 
producer, by following this chain of 
FSC certificates - the ‘chain of custody’- 
using the certificate numbers.

This unique system makes sure your 
timber comes from a sustainable source.



How can FSC help you?

In a competitive marketplace, we all need to create a difference. Give yourself an edge
by understanding environmental timber sourcing. It shows that you take pride in your work
and that you take customers’ concerns seriously. It shows that you want to offer them the best
options and the best service – just as Buildbase wants to offer you. 

Telling your customers that you’re buying FSC-certified timber from a Buildbase branch could
open up new business. For example local authorities now have sustainability targets and may
value this knowledge.

Buildbase has FSC ‘chain of custody’ for each of our branches,
covering certain timber product lines.  We are expanding this 

range currently to meet your demands.  

SAY ‘YES’ TO RESPONSIBLY PRODUCED TIMBER: 
BUY FSC-CERTIFIED PRODUCTS FROM BUILDBASE.

Look out for 
the FSC 
logo on 

packaging 
and products.  
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The Building Regulations and associated documents for all areas include tables giving maximum permissible spans under various loading
conditions, for timber for joists, rafters and purlins.  These tables were compiled for the old system of strength classes described in the 1991
edition of BS 5268 Part 2.
The bulk of British-grown structural softwood is expected to be supplied to strength class C16.  This is the equivalent to the old strength class
SC3.  These span tables are for domestic floor joists for C16 timber.  The tables have been compiled in accordance with BS 5268 Part 7
Recommendations for the calculation basis for span tables are available from TRADA. Section 7.1 Domestic floor joists.

Size of joist
(mm x mm) 400 450 600 400 450 600 400 450 600

38 x 89 1.83 1.69 1.30 1.72 1.56 1.21 1.42 1.30 1.04
38 x 122 2.48 2.39 1.93 2.37 2.22 1.76 1.95 1.79 1.45
38 x 147 2.98 2.87 2.51 2.85 2.71 2.33 2.45 2.29 1.87
38 x 170 3.44 3.31 2.87 3.28 3.10 2.69 2.81 2.65 2.27
38 x 195 3.94 3.75 3.26 3.72 3.52 3.06 3.19 3.01 2.61
38 x 220 4.43 4.19 3.56 4.16 3.93 3.42 3.57 3.37 2.92

47 x 97 2.02 1.91 1.58 1.92 1.82 1.46 1.67 1.53 1.23
47 x 122 2.66 2.56 2.30 2.55 2.45 2.09 2.26 2.08 1.70
47 x 147 3.20 3.08 2.79 3.06 2.95 2.61 2.72 2.57 2.17
47 x 170 3.69 3.55 3.19 3.53 3.40 2.99 3.12 2.94 2.55
47 x 195 4.22 4.06 3.62 4.04 3.89 3.39 3.54 3.34 2.90
47 x 220 4.72 4.57 4.04 4.55 4.35 3.79 3.95 3.74 3.24

75 x 122 3.10 2.99 2.72 2.97 2.86 2.60 2.68 2.59 2.33
75 x 147 3.72 3.58 3.27 3.56 3.43 3.13 3.22 3.09 2.81
75 x 170 4.28 4.13 3.77 4.11 3.96 3.16 3.71 3.57 3.21
75 x 195 4.83 4.70 4.31 4.68 4.52 4.13 4.24 4.08 3.65
75 x 220 5.27 5.13 4.79 5.11 4.97 4.64 4.74 4.60 4.07

Not more than 0.25 More than 0.25 but not
more than 0.50

More than 0.50 but not
more than 1.25

spacing of joists (mm)

SPAN TABLES

Dead load (KN/m ) excluding self weight of joist

1 ft2 = 0.093 metre2

1 metre2 = 10.76 ft2

1 ft3 = 0.028 metres3

1 ft = 0.305 metres

1 metre3 = 35.3 ft3

1 litre = 0.22 UK gallons

1 UK gallon = 4.55 litres

1 metre = 3.28 ft

The more you choose wood, the more you save the earth. 
For more good ideas for wood visit the wood for good website: 

www.woodforgood.com

CONVERSION TABLE

wood. for  good.




